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REBINJECT PU 2000
Polyurethane Based Injection Material

PRODUCT DESCRIPTION

REBINJECT PU 2000 is a polyurethane injection material used to stop 
water infiltration and exfiltration. It forms into a tough, impervious 
and elastic foam when in contact with water or moisture. It adheres 
tenaciously to practically all substrates wet or dry.

REBINJECT PU 2000 is typically used to stop water leaks coming 
through cracked or honeycomb concrete, voids between wall and 
floor, wall and ceiling, expansion joints, cold joints, and pipe intrusions. 
REBINJECT PU 2000, which consists of  MDI based polyisocyanates 
prepolymer, will also cure with and without the presence of  water. 
Contact with water present in the concrete cracks or honeycomb is 
followed by a foaming reaction and slow hardening. This sealing / 
injection material can be used for permanent concrete sealing of  
cracks, filling of  honeycombed concrete and construction joints. 

USES & APPLICATIONS

REBINJECT PU 2000 can be pumped into voids and joints of  
concrete which is wet or with running water. The product can rapidly 
seal leaks in structures of:

Basements•	
Water Tanks•	
Tunnels•	
Pipes / Culverts•	
Sewers•	
Reservoirs•	
Sewage Treatment•	
Plants•	
Dams•	
Etc....•	

REBINJECT PU 2000 is ideal for injection of  cracks in structures that 
are subject for further movement. 

Its features include:

An effective sealer for filling voids and cracks of  concrete; specially •	
suitable for sealing under wet and running water conditions. 
One component, easy to use.•	
Good flexibility when cured.•	
Variable reaction times.•	
Expands faster when in contact with water to form a closed-cell •	
foam
Shrink-free curing•	
Low viscosity allows deep, reliable penetrations.•	
Excellent adhesion to substrate.•	
Impermeable to water.•	
Withstands permanent water pressure•	
Approved for areas in contact with potable water•	

INSTALLATION PROCEDURE

A slow drill may be used or a manual stirring process is needed prior to 
the start of  liquid injection. A special “sealing or grout system” called 
REBSTOP ULTRA SEAL can be used in the application of  REBINJECT 
PU 2000 in cracks, cold or construction joints. A small amount of  
water is injected or pumped into the port openings. This is to ensure 
that moisture or water is present on the cracks to react with the foam 
injection liquid. A special pressure pump equipment is used for injection 
as supplied by Rebtrade International Corporation. 

It should be remembered that the material reacts with water, therefore, 
it is recommended that oil is initially flushed through the equipment to 
prevent premature foaming. 

PACKAGING & COVERAGE

One (1) liter plastic container. The produce can be stored in a dry place 
for 6 months as long as the original packaging seal is in place. Do not 
store below -15ºC or under direct sunlight. Keep in cool, ventilated or 
shaded area. 


